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Taper Lock bush-Metric r @)

EESEAR EEEEN EEEREAN
mm W x D mm W x D mm W x D

1008 0.14 1610 0.42 2017
12 4x4 0.13 16 5x5 0.41 25 8x7 0.9
14 5x5 0.13 17 5x5 0.41 28 8x7 0.9
15 5x5 0.13 18 6Xx6 0.4 30 8x7 0.8
16 5x5 0.12 19 6Xx6 0.4 32 10x8 0.8
18 6x6 0.12 20 6x6 0.39 35 10x8 0.7
19 6x6 0.1 22 6x6 0.38 38 10x8 0.7
20 6x6 0.1 24 8x7 0.36 40 12x8 0.6
22 6x6 0.1 25 8x7 0.35 42 12x8 0.5
24 8x7 0.09 28 8x7 0.33 45 14x9 0.5
25 8x7 0.08 30 8x7 0.31 50 14x9 0.3
1108 10 4x4 0.16 32 10x8 0.29 2517 16 5x5 1.75
11 4x4 0.16 35 10x8 0.26 18 6Xx6 1.71
12 4x4 0.16 38 10x8 0.24 19 6x6 1.66
14 5x5 0.16 40 12x8 0.22 20 6x6 1.62
15 5x5 0.15 42 12x8 0.2 22 6x6 1.58
16 5x5 0.14 1615 14 5x5 0.6 24 8x7 1.56
18 6x6 0.14 16 5x5 0.58 25 8x7 1.56
19 6x6 0.13 18 6x6 0.56 28 8x7 1.5
20 6x6 0.13 19 6x6 0.55 30 8x7 1.49
22 6Xx6 0.12 20 6x6 0.54 32 10x8 1.46
24 8x7 0.11 22 6x6 0.52 35 10x8 1.42
25 8x7 0.1 24 8x7 0.5 38 10x8 1.35
28 8x7 0.09 25 8x7 0.49 40 12x8 1.31
1210 11 4x4 0.3 28 8x7 0.47 42 12x8 1.26
12 ax4 0.28 30 8x7 0.44 45 14x9 1.2
14 5x5 0.28 32 10x8 0.41 48 14x9 1.14
15 5x5 0.27 35 10x8 0.38 50 14x9 1.1
16 5x5 0.27 38 10x8 0.33 55 16x10 0.95
18 6x6 0.26 40 12x8 0.31 60 18x11 0.82
19 6x6 0.25 42 12x8 0.28 65 18x11 0.5
20 6x6 0.25 2012 14 5x5 0.79 2525 24 8x7 1.9
22 6x6 0.23 15 5x5 0.78 25 8x7 2
24 8x7 0.22 16 5x5 0.78 28 8x7 2.09
25 8x7 0.21 18 6Xx6 0.77 30 8x7 2.05
28 8x7 0.19 19 6x6 0.76 32 10x8 2.01
30 8x7 0.17 20 6x6 0.76 35 10x8 1.94
32 10x8 0.15 22 6x6 0.74 38 10x8 1.86
1215 11 4x4 0.41 24 8x7 0.73 40 12x8 1.8
12 ax4 0.4 25 8x7 0.71 42 12x8 1.74
14 5x5 0.39 28 8x7 0.68 45 14x9 1.64
16 5x5 0.38 30 8x7 0.66 48 14x9 1.55
18 6X6 0.37 32 10x8 0.64 50 14x9 1.48
19 6X6 0.36 34 10x8 0.63 55 16x10 1.29
20 6Xx6 0.35 35 10x8 0.61 60 18x11 1.08
22 6X6 0.33 38 10x8 0.57 100 28x16 5.5
24 8x7 0.31 40 12x8 0.54
25 8x7 0.29 42 12x8 0.51
28 8x7 0.26 45 14x9 0.47
30 8x7 0.24 48 14x9 0.42

32 10x8 0.22 50 14x9 0.37
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Taper Lock bush-Metric ' @)

EESEAN EEEEN EEEREAN
mm W x D mm W x D mm W x D

3020 2.89 3535 10x8  4.96 4545 16x10 13.2
25 8x7 2.93 38 10x8  4.88 60 18x11 129
28 8x7 2.88 40 12x8  4.82 65 18x11 124
30 8x7 2.85 42 12x8  4.76 70 20x12 12
32 10x8 2.84 45 14x9 4.67 75 20x12 115
35 10x8 2.77 48 14x9 4.57 80 22x14  10.9
38 10x8 2.71 50 14x9 4.5 85 22x14  10.5
40 12x8 2.67 55 16x10 4.31 90 25x14 9.9
42 12x8 2.6 60 18x11 4.1 95 25x14 9.5
45 14x9 2.56 65 18x11  3.88 100 28x16 8.9
48 14x9 2.47 70 20x12 3.64 105 28x16 8.2
50 14x9 2.2 75 20x12  3.38 110 28x16 7.4
55 16x10  2.15 80 22x14 3.1 5050 70 20x12 17
60 18x11  2.07 85 22x14 2.8 75 20x12  16.3
65 18x11 1.93 90 25x14  2.49 80 22x14 15.6
70 20x12 1.7 4030 40 12x8 7.6 85 22x14 15
75 20x12 15 42 12x8 7.5 90 25x14 14.4

3030 35 10x8 3.97 45 14x9 7.4 95 25x14 13.6
38 10x8 3.89 48 14x9 7.3 100 28x16  12.9
40 12x8 3.8 50 14x9 7.1 110 28x16 115
42 12x8 3.65 55 16x10 7 120 32x18 9.8
45 14x9 3.5 60 18x11 6.7 125 32x18 8.9
48 14x9 3.42 65 18x11 6.6
50 14x9 3.4 70 20x12 6.3
55 16x10 3.2 75 20x12 5.9
60 18x11  2.95 80 22x14 5.7
65 18x11  2.67 85 22x14 5.3
70 20x12  2.45 90 25x14 5.1
75 20x12 2.1 95 25x14 4.6

3525 35 10x8 4.9 100 28x16 4
38 10x8 4.8 110 28x16 3.8
40 12x8 4.8 4040 40 12x8  10.46
42 12x8 4.8 42 12x8  10.07
45 14x9 4.7 45 14x9 9.77
48 14x9 4.6 48 14x9 9.64
50 14x9 4.5 50 14x9 9.5
55 16x10 4.4 55 16x10 9.25
60 18x11 4.2 60 18x11 8.9
65 18x11 3.9 65 18x11 8.5
70 20x12 3.7 70 20x12 8.2
75 20x12 3.5 75 20x12 7.7
80 22x14  3.35 80 22x14 7.4
85 22x14 3.2 85 22x14 6.9
90 25x14 3 90 25x14 6.4

95 25x14  2.95
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Taper Lock bush-Imperial ' @)

EEEEN EFERFEN EEEEEN
Inch W x D Kg Inch W x D Kg Inch W x D Kg

1008  3/8 1/8x1/8 0.15 2012 5/8 3/16x3/16 0.78 2525 1 1/4x1/4 2.15
1/2 1/8x1/8 0.14 3/4 3/16x3/16 0.76 1-1/8 5/16x5/16 2.09

5/8  3/16x3/16 0.12 7/8 1/4x1/4 0.74 1-1/4 5/16x5/16 2.01

3/4 3/16x3/16 0.1 1 1/4x1/4 0.7 1-3/8  3/8x3/8 1.94

7/8 1/4x1/4 0.09 1-1/8 5/16x5/16 0.67 1-1/2  3/8x3/8 1.86

1 1/4x1/4 0.08 1-3/16 5/16x5/16 0.67 1-5/8 7/16x7/16 1.74

1108 3/8 1/8x1/8 0.16 1-1/4 5/16x5/16 0.67 1-3/4 7/16x7/16 1.65
1/2 1/8x1/8 0.16 1-3/8  3/8x3/8 0.63 1-7/8 1/2x1/2 1.55

5/8 3/16x3/16 0.14 1-7/16  3/8x3/8 0.62 2 1/2x1/2  1.48

3/4 3/16x3/16 0.13 1-1/2  3/8x3/8 0.61 2-1/8 5/8x5/8 1.29

7/8 1/4x1/4 0.12 1-5/8 7/16x7/16 0.54 2-1/4  5/8x5/8 1.23

1 1/4x1/4 0.1 1-11/16 7/16x7/16 0.5 2-3/8  5/8x5/8 1.17

1-1/8 5/16x5/16 0.09 1-3/4 7/16x7/16 0.47 2-1/2  5/8x5/8 1.1

1210 1/2 1/8x1/8 0.28 1-7/8  1/2x1/2 0.42 3020 1 1/4x1/4 3
5/8 3/16x3/16 0.27 1-15/16 1/2x1/2 0.4 1-1/8 5/16x5/16 2.85

3/4 3/16x3/16 0.25 2 1/2x1/2  0.37 1-1/4 5/16x5/16 2.84

7/8 1/4x1/4 0.23 2017 1 1/4x1/4 0.9 1-3/8  3/8x3/8 2.77

1 1/4x1/4 0.21 1-1/8 5/16x5/16 0.9 1-7/16  3/8x3/8 2.74

1-1/8 5/16x5/16 0.19 1-1/4 5/16x5/16 0.8 1-1/2  3/8x3/8 2.71

1-1/4 5/16x5/16 0.18 1-3/8  3/8x3/8 0.7 1-5/8 7/16x7/16 2.6

1215 5/8 3/16x3/16 0.38 1-1/2  3/8x3/8 0.6 1-11/16 7/16x7/16 2.58
3/4 3/16x3/16 0.35 1-3/4 7/16x7/16 0.5 1-3/4 7/16x7/16 2.56

7/8 1/4x1/4 0.33 2 1/2x1/2 0.3 1-7/8  1/2x1/2 2.47

1 1/4x1/4 0.29 2517 3/4 3/16x3/16 1.66 1-15/16 1/2x1/2 2.34

1-1/8 5/16x5/16 0.26 7/8 1/4x1/4 1.58 2 1/2x1/2 2.2
1-1/4 5/16x5/16 0.22 1 1/4x1/4 1.56 2-1/8 5/8x5/8 2.15
1610 1/2 1/8x1/8 0.44 1-1/8 5/16x5/16 1.5 2-1/4  5/8x5/8 2.1
5/8 3/16x3/16 0.41 1-3/16 5/16x5/16 1.48 2-3/16  5/8x5/8 2.09

3/4 3/16x3/16 0.4 1-1/4 5/16x5/16 1.46 2-3/8  5/8x5/8 2.07

7/8  1/4x1/4 0.38 1-5/16 5/16x5/16 1.44 2-7/16  5/8x5/8 2

1 1/4x1/4 0.35 1-3/8  3/8x3/8 1.42 2-1/2 5/8x5/8 1.94

1-1/8 5/16x5/16 0.31 1-7/16  3/8x3/8 1.39 2-5/8  3/4x3/4 1.93
1-3/16  3/8x3/8 0.3 1-1/2  3/8x3/8 1.35 2-3/4  3/4x3/4 1.7
1-1/4 5/16x5/16 0.29 1-5/8 7/16x7/16 1.27 2-7/8  3/4x3/4 15

1-3/8  3/8x3/8 0.24 1-11/16 7/16x7/16 1.24 2-15/16 3/4x3/4 1.48
1-7/16  3/8x3/8 0.24 1-3/4 7/16x7/16 1.2 3 3/4x3/4 1.45
1-1/2  3/8x3/8 0.24 1-7/8  1/2x1/2 1.14 3030 1-1/4 5/16x5/16 4.04
1-5/8 7/16x7/16 0.2 1-15/16  1/2x1/2 1.12 1-3/8  3/8x3/8 3.97
1-11/16 7/16x7/16 0.2 2 1/2x1/2 1.1 1-1/2  3/8x3/8 3.89
1615 1/2 1/8x1/8 0.6 2-1/8 5/8x5/8 1.05 1-5/8 7/16x7/16 3.65
5/8 3/16x3/16 0.58 2-3/16  5/8x5/8 1 1-3/4 7/16x7/16 3.5

3/4 3/16x3/16 0.56 2-1/4  5/8x5/8 0.95 1-7/8  1/2x1/2 3.42

7/8 1/4x1/4 0.52 2-3/8 5/8x5/8 0.82 2 1/2x1/2 3.4

1 1/4x1/4 0.49 2-7/16  5/8x5/8 0.7 2-1/8  5/8x5/8 3.2

1-1/8 5/16x5/16 0.47 2-1/2 5/8x5/8 0.63 2-3/16  5/8x5/8 3.1

1-1/4 5/16x5/16 0.44 2-1/4 5/8x5/8 3

1-3/8  3/8x3/8 0.38 2-3/8  5/8x5/8 2.67
1-7/16 3/8x3/8 0.35 2-7/16  5/8x5/8 2.52
1-1/2  3/8x3/8 0.33 2-1/2 5/8x5/8 2.45
1-5/8 7/16x7/16 0.3 2-5/8  3/4x3/4 2.38

2-3/4  3/4x3/4 2.3
2-7/8  3/4x3/4 2.2
2-15/16 3/4x3/4 2.15
3 3/4x3/4 2.1
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Taper Lock bush-Imperial ' @)

BN BN
inch W x D inch W x D

..
Inch W x D Kg

4030 1-3/4 7/16x7/16 5050 2-3/4  3/4x3/4

3525 1-1/4 5/16x5/16 5 17/8  1/2x1/2 7.3 3 3/4x3/4 16.8
1-3/8  3/8x3/8 4.9 2 1/2x1/2 71 3-1/4  7/8x7/8 155

1-1/2 3/8x3/8 4.8 2-1/8  5/8x5/8 7 3-1/2  7/8x7/8 153

1-5/8 7/16x7/16 4.8 2-1/4 5/8x5/8 6.9 4 1x1 12.9

1-3/4  7/16x7/16 4.7 2-3/8  5/8x5/8 6.7 4-1/4  1-1/4x1-1/4 12.2

1-7/8  1/2x1/2 4.6 2-1/2  5/8x5/8 6.6 4-1/2 1-1/4x1-1/4 10.6

2 1/2x1/2 4.5 2-5/8  3/4x3/4 6.4 5 1-1/4x1-1/4 8.9

2-1/8  5/8x5/8 4.4
2-1/4  5/8x5/8 4.3
2-3/8 5/8x5/8 4.2
2-7/16  5/8x5/8 4
2-1/2  5/8x5/8 3.9
2-5/8  3/4x3/4 3.8
2-3/4  3/4x3/4 3.7
2-7/8  3/4x3/4 3.6
3 3/4x3/4 3.5
3-1/8  7/8x7/8 3.4
3-1/4  7/8x7/8 3.3
3-3/8  7/8x7/8 3.2
3-1/2  7/8x7/8 3
3535 1-1/4 5/16x5/16 6.8
1-5/16  3/8x3/8 6.7
1-3/8  3/8x3/8 6.6
1-1/2  3/8x3/8 6.55
1-5/8 7/16x7/16 6.5
1-11/16 7/16x7/16 6.34

2-3/4 3/4x3/4 6.3
2-7/8 3/4x3/4 6.1
3 3/4x3/4 5.9
3-1/8 7/8x7/8 5.7
3-1/4 7/8x7/8 5.5
3-3/8 7/8x7/8 5.3
3-1/2 7/8x7/8 5.1
3-3/4 1x1 4.6
4 1x1 4
4040 1-3/4 7/16x7/16 9.77
1-7/8 1/2x1/2  9.64
2 1/2x1/2 9.5
2-1/8 5/8x5/8 9.35
2-3/16  5/8x5/8 9.3
2-1/4 5/8x5/8 9.25
2-3/8 5/8x5/8 8.9
2-1/2 5/8x5/8 8.3
2-5/8 3/4x3/4 8.2
2-3/4 3/4x3/4 8.1

1-3/4  7/16x7/16 6.25 27/ 3/4x3/4  7.95
1-7/8 1/2x1/2 6.1 3 3/4x3/4 7.7
2 1/2x1/2 6 3-1/8  7/8x7/8 7.4

2-1/8  5/8x5/8 5.55 3-1/4  7/8x7/8 7.3
2-3/16  5/8x5/8 5.55 3-3/8  7/8x7/8 6.9
2-1/4  5/8x5/8 5.55 3-1/2  7/8x7/8 6.4
2-3/8  5/8x5/8 5.45 3-3/4 1x1 5.95
2-1/2 5/8x5/8 5.35 4 1x1 5.5
2-5/8  3/4x3/4 5.15 4545 2-1/4  5/8x5/8 13.2
2-11/16 3/4x3/4 5 2-1/2  5/8x5/8 12.9
2-3/4  3/4x3/4 4.8 2-5/8  3/4x3/4 12.4
2-7/8  3/4x3/4 4.55 2-3/4  3/4x3/4 12
2-15/16 3/4x3/4 4.5 2-7/8  3/4x3/4 115
3 3/4x3/4 4.45 3 3/4x3/4 10.9

3-1/8  7/8x7/8 4.25 3-1/8  7/8x7/8 10.7
3-1/4  7/8x7/8 4.06 3-1/4  7/8x7/8 10.6
3-3/8  7/8x7/8 3.63 3-3/8  7/8x7/8 10.5
3-1/2  7/8x7/8 3.4 3-1/2  7/8x7/8 10
3-3/4 1x1 9.5

4 1x1 8.9

4-1/8 1-1/4x1-1/4 8.2
4-1/4 1-1/4x1-1/4 7.9
4-1/2 1-1/4x1-1/4 7.4
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Steel Taper Lock bush-Metric ' @)

mm W X D mm W x D

1008 3020 14x9 2. 47
25 8x7 o.os 50 14x9 2.2
1108 25 87 0.1 55 16x10  2.15
28 8x7  0.09 60 18x11  2.07
1210 24 8x7 022 65 18x11  1.93
25 87 021 70 20x12 1.7
28 8x7  0.19 75 20x12 1.5
30 87  0.17 3535 70 20x12  3.64
32 10x8  0.15 75 20x12  3.38
1610 24 8x7  0.36 80 2x14 3.1
25 8x7 035 85 22x14 28
28 8x7 033 90 25x14  2.49
30 87 031 100  28x16  2.25
32 10x8  0.29 4040 80 22x14 7.4
35 10x8  0.26 85 22x14 6.9
38 10x8  0.24 90 25x14 6.4
40 12x8  0.22 95 25X14  5.95
42 12x8 0.2 100 28x16 5.5
2012 20 6x6 0.76 110 28X16 4.2
22 6x6  0.74 4545 105  28x16 8.2
24 87 073 110  28x16 7.4
25 Sy e 5050 100  28x16 129
28 X TGS 110 28x16 115
30 EXy RES 120 32x18 938
=23 S0 S 10707 125  32x18 89
34 10x8  0.63
35 10x8  0.61
38 10x8  0.57
40 12x8  0.54
42 12x8  0.51
45 14x9  0.47
48 14x9  0.42
50 14x9  0.37
2517 25 87 156
28 87 15
30 8x7  1.49
32 10x8  1.46
35 10x8  1.42
38 10x8  1.35
40 12x8  1.31
42 12x8  1.26
45 14x9 1.2
48 14x9 1.4
50 14x9 1.1

55 16x10 0.95
60 18x11  0.82
65 18x11 0.5
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p—
Steel Taper Lock bush-Imperial ' (@)

EEREEN
Inch W x D Kg

Rl
Inch W x D Kg

1108 5/8 3/16x3/16 0.14 2517 1 1/4x1/4 1.56
1 1/4x1/4 0.1 1-1/4 5/16x5/16 1.46
1-1/8 5/16x5/16 0.09 1-1/2 3/8x3/8 1.35
1210 3/4 3/16x3/16 0.25 1-3/4 7/16x7/16 1.2
1 1/4x1/4 0.21 2 1/2x1/2 1.1
1-1/8 5/16x5/16 0.19 2-1/8 5/8x5/8 1.05
1-1/4 5/16x5/16 0.18 2-1/4 5/8x5/8 0.95
1610 1 1/4x1/4 0.35 2-3/8 5/8x5/8 0.82
1-1/8 5/16x5/16 0.31 2-1/2 5/8x5/8 0.63
1-1/4 5/16x5/16 0.29 3020 2 1/2x1/2 2.2
1-3/8 3/8x3/8 0.24 2-1/4 5/8x5/8 2.1
1-1/2  3/8x3/8 0.24 2-3/8 5/8x5/8 2.07
1-5/8 7/16x7/16 0.2 2-1/2 5/8x5/8 1.94
2012 1 1/4x1/4 0.7 2-5/8  3/4x3/4 1.93
1-1/4 5/16x5/16 0.67 2-3/4 3/4x3/4 1.7
1-3/8 3/8x3/8 0.63 3 3/4x3/4 1.45
1-1/2  3/8x3/8 0.61 3535 2-1/2 5/8x5/8 5.35
1-5/8 7/16x7/16 0.54 2-3/4 3/4x3/4 4.8
1-3/4 7/16x7/16 0.47 3 3/4x3/4 4.45
1-7/8 1/2x1/2 0.42 3-1/4 7/8x7/8 4.06
2 1/2x1/2 0.37 3-3/8 7/8x7/8 3.63

3-1/2  7/8x7/8 3.4

4040 3 3/4x3/4 7.7
3-1/2  7/8x7/8 6.4

4 1x1 5.5
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p—
Taper Lock bush-Installation ' (@)

Taper Bush 1008-5050
To Install
1. Clean shaft. Bore and outside of bush, bore of hub
2. Oil thread and screws. Place screws loosely in holes that are threaded on hub side.
3. Slip assembly onto shaft and locate in position desired.
4. Tighten Screws alternately, Use a piece of pipe on wrench to increase leverage.
5.

Hammer against large end of bush using hammer and block or sleeve. Screws can now be
embedded a little more using the specified wrench torque. Repeat this alternating hammering

and screw retightening until the specified wrench torque no longer turns the screws after
hammering. Fill the holes with grease.

To remove

1. Remove all screws. Qil thread and screws.

2. Insertscrews in holes that are threaded on bush side. In sizes where washers are found under
screwheads, be sure to use these washers.

3. Tighten screws alternately until bush is loosened in hub.

Installation

-
Recommended Wrench Tor
Bush No. [Screws [Wrench Torque

1008 | 1/4" 6.2
1108 | 1/4" 6.2
1210 | 3/8" 19.8
1215 | 3/8" 19.8
1310 | a/8" 19.8
1610 | 3/8" | 19.8
1615 | 3/8" 19.8
2012 | 7/16" 31.6
2017 | 7/18° 31.6
2517 | 172" 48.6
2525 | 1/2° 48.6
3020 5/8" 90. 4
3030 5/8" 90. 4
3525 1/2" 113
3535 | 172" 13
4030 5/8° 172
4040 5/8" 172
4535 | 3/4" 195
4545 | /4" 195
5040 | /8" 275
5050 | /8" 275




